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 Two models : 
 
 
 
- One-piece 3.20x1.50x0.68 body (for 
60hp tractors and up) 
 
- One-piece 2.85x1.26x0.68 body (for 
tractors under 60hp) 
 

 

 
 
 
 
 
 
 
 Equipped with :     
  
  
 
- Hydraulic feed with rate variation 
powered by the tractor 
 
- Support for dismantling 
 
- Lighting 
 
- Load height 0.92m, conveyor belt with 
2 chains and thin bars inside tubes in 
runners 
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 Two models :  
 
 
- 2.90x1.80 dropside platform 
 
- 3.20x1.80 to 2m dropsideplatform 
 
 
 Equipped with : 
 
 
- Dropsides 0.40 m high 
- Tailboard 0.50 m high 
- Removable rear dropside supports 
- Fixed front board with cabin 
protection grille 
- Support for dismantling 
- Lighting 
- Rear shackle 
 
 

EE  3300  TTYYPPEE  SSPPRREEAADDEERR  
 

 

 
 Standard equipment :  
 
  
- Low-slung flared body 
 
- Tubular chassis 
 
- Lighting 
 
- Conveyor belt with ø 10HR 
chains 
 
- Front protection grille 
 
- Hydraulic feed from the 
tractor with cross-width 
distribution of the outflow 
 
- Hydraulic brakes 
 

 
  
DDOO  YYOOUU  NNEEEEDD  SSPPEECCIIAALL  MMOODDEELLSS  ?? 
 
 
 

All our catalogues are not exhaustive.  
 
On request, we can adapt our models 
to the dimensions which you require ! 
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